CERTIFICATE F1/41819 .
Our Ref. HEL-CERT231010033-01 SGS ® ®
Product Socket-outlet

Type N0322
Trademark
Certificate Holder Elko AS

Sandstuveien 68, N-0680, Oslo, Norway

Technical 250 V~, 16 A, IP21
information

Other information Standard sheet llI

The product is SFS 5610:2015 + A11:2016

certified according IEC'60884-1:2002 + A1:2006 + A2:2013
to the following

standard(s)

Validity This certificate is valid until 2028-10-27 provided that the Conditions for FI certification
are met. This certificate includes the right to use the FI mark under the condition that
changes (if any) will be checked at SGS Fimko before the product is brought onto
market and that the conditions for FI certification are met.

Date of issue 2023-10-27
SGS Fimko Ltd

Signature

A J(Mlmew
Jdonas Leinonen
Certification Manager

SGSSG

This document is issued by the Company under its General Conditions
of Service accessible at http://www.sgs.com/terms_and_conditions.htm.
Attention is drawn to the limitation of liability, indemnification and
jurisdiction issues defined therein.

Y

Any holder of this document is advised that information contained
hereon reflects the Company’s findings at the time of its intervention

only and within the limits of Client’s instructions, if any. The Company’s SGS Fimko Ltd Takomotie 8: F1-00380 H3|5|nk|- Finland

sole responsibility is to its Client and this document does not exonerate t. +358 9 696 361 WWW., SgS.ﬂ

parties to a transaction from exercising all their rights and obligations

under the transaction documents. Any unauthorized alteration, forgery or I Business ID 0978538-5 Member of the SGS Group (SGS SA)

falsification of the content or appearance of this document is unlawful
and offenders may be prosecuted to the fullest extent of the law.
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Manufacturer Elko AS
Sandstuveien 68, N-0680, Oslo, Norway

Manufacturing site Merten GmbH
Fritz-Kotz-Strasse 8, 51674, Wiehl, North Rhine-Westphalia, Germany

Additional information Flush mounted double socket-outlet 2P+E, with shutters and screw-less
terminals. With optional claw fixing.
Four variants:

Semi flush with full cover.
Full flush with full cover.

Semi flush with a c-plate cover.
Full flush with a c-plate cover.
All variants are in in black or white colours. The variants with c-plates
have external frames in 2, 3, 4 or 5 gang. The semi flush variants shall
use the gasket L479 if installed in metal boxes.

The products have certificate no. SE-S-2301031 issued by Intertek
Semko AB in accordance with the Nordic Certification Service system.

As shown in the Test Report(s) No(s): 2304867STO-001
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