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This document is issued by the Company under its General Conditions
of Service accessible at http://www.sgs.com/terms_and_conditions.htm.
Attention is drawn to the limitation of liability, indemnification and
jurisdiction issues defined therein.

Any holder of this document is advised that information contained
hereon reflects the Company’s findings at the time of its intervention
only and within the limits of Client’s instructions, if any. The Company’s
sole responsibility is to its Client and this document does not exonerate
parties to a transaction from exercising all their rights and obligations
under the transaction documents. Any unauthorized alteration, forgery or

Distribution box .
PKR1048502

PKR1048702
PKR1048502/PKR1048702/PKR1048502
PKR1048502/2xPKR1048702/PKR1048502
PKR1048502/3xPKR1048702/PKR1048502
PKR1048502/4xPKR1048702/PKR1048502
L3621

L3620

L.3621/L.3620/L3621

L.3621/2xL3620/L3621
L.3621/3xL3620/L3621
L.3621/4xL3620/L.3621

ELKO

Elko AS
Sandstuveien 68, N-0680, Oslo, Norway

IP20/1P21

See pages 2-3

EN IEC 60670-1:2021 + A11:2021

This certificate is valid until 2029-04-10 provided that the Conditions for FI certification
are met. This certificate includes the right to use the Fl mark under the condition that
changes (if any) will be checked at SGS Fimko before the product is brought onto
market and that the conditions for FI certification are met.
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falsification of the content or appearance of this document is unlawful
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Elko AS
Sandstuveien 68, N-0680, Oslo, Norway

NP Hungaria Kft.
Ipari Park 07/54, 5440, Kunszentmarton, Jasz Nagykun Szolnok,
Hungary

The certified product(s) fulfils requirements of mentioned standard(s)
which are harmonised under the Low Voltage Directive (2014/35/EU) at
the date of issue of the certificate.

The products have certificate no. P24227509/A1 issued by Nemko
Group in accordance with the Nordic Certification Service system.

Main Model: PKR1048502

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. End Part: PKR1048502. IP20/IP21 with inserts
and frame, cable from backside (break out hole).

Variant 1: PKR1048702

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. Mid Part: PKR1048702. IP20/IP21 with inserts and
frame, cable from backside (break out hole).

Variant 2: PKR1048502/PKR1048702/PKR1048502

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. 2xEnd Part: PKR1048502, Mid Part: PKR1048702.
IP20/IP21 with inserts and frame, cable from backside (break out hole).

Variant 3: PKR1048502/2xPKR1048702/PKR1048502

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. 2xEnd Part: PKR1048502, 2xMid Part:
PKR1048702. IP20/IP21 with inserts and frame, cable from backside
(break out hole).

Variant 4: PKR1048502/3xPKR1048702/PKR1048502

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. 2xEnd Part: PKR1048502, 3xMid Part:
PKR1048702. IP20/IP21 with inserts and frame, cable from backside
(break out hole).

Variant 5: PKR1048502/4xPKR1048702/PKR1048502

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. 2xEnd Part: PKR1048502, 4xMid Part:
PKR1048702. IP20/IP21 with inserts and frame, cable from backside
(break out hole).

SGS Fimko Ltd Takomotie 8, FI-00380 Helsinki, Finland

t. +358 9696 361 www.sgs.fi
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Member of the SGS Group (SGS SA)
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Additional information Variant 6: L3621
Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. End Part: L3621. IP20/IP21 with inserts and frame,
cable from backside (break out hole)

Variant 7: L3620

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. Mid Part: L3620. IP20/IP21 with inserts and frame,
cable from backside (break out hole)

Variant 8: L3621/L3620/L3621

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. 2x End Part: L3621, Mid Part: L3620. IP20/1P21
with inserts and frame, cable from backside (break out hole)

Variant 9: L3621/2xL3620/L3621

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. 2x End Part: L3621, 2xMid Part: L3620. IP20/I1P21
with inserts and frame, cable from backside (break out hole)

Variant 10: L3621/3xL3620/L3621

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. 2x End Part: L3621, 3xMid Part: L3620. IP20/IP21
with inserts and frame, cable from backside (break out hole)

Variant 11: L3621/4xL3620/L3621

Corner junction box. For surface mounting. White or painted in black or
painted in aluminium. 2x End Part: L3621, 4xMid Part: L3620. IP20/I1P21
with inserts and frame, cable from backside (break out hole)

This certificate replaces previous certificate FI/41988, dated 2024-04-10,
due to addition of variant models.

As shown in the Test Report(s) No(s): REP020074, REP038764

FINAS

Finnish Accreditation Service
S003 (EN ISO/IEC 17065)
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