we CERTIFICATE

Reference No. SE-S-2401338

Two-pole socket-outlet with side earthing
contacts. Standard Sheet III

Type designation:

Certificate holder:

The product complies with
the standard(s):

Date of expiry:

L800 (Catalogue ID: RS1090 PT)

ELKO A/S
Sandstuveien 68
0680 Oslo Norway

IEC 60884-1:2022
SS 428 08 34:2024
SFS5610:2024

12 December, 2029

Additional information in Appendix

Certification Body: Intertek Semko AB, Product Certification Place:

W Date:

Signed:

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this

Quan Li

Kista - Stockholm

12 December, 2024

Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek. This certificate is not issued under accreditation, by a non-approved body.

Intertek Semko AB
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Technical Data:

Type designation
Rated voltage (V)
Trademark

Test Report

Product information

Type designation
Rated voltage (V)
Trademark

Test Report

Product information

Type designation
Rated voltage (V)
Trademark

Test Report

Product information

Manufacturing Sites:

APPENDIX:
Reference No. SE-S-2401338

L.800 (Catalogue ID: RS1090 PT)

16A 250V ~

ELKO

REP065456

Socket-outlet for fixed installation. Standard Sheet I1I. Thermoplastic, surface
mounting, 2 gang, with shutters and screw terminals. IP20, enclosure
complies with IP21.

L800 (Catalogue ID: RS1090 UPT)

16A 250V ~

ELKO

REP065456

Socket-outlet for fixed installation. Standard Sheet I1I. Thermoplastic, surface
mounting, 2 gang, with shutters and screw terminals. With lid. IP44. For use
in cold environment down to -25°C

L673 (Catalogue ID: H1090 PT)

16A 250V ~

ELKO

REP065456

Socket-outlet for fixed installation. Standard Sheet I1I. Thermoplastic, surface
mounting, 2 gang, with shutters and screwless terminals. IP20, enclosure
complies with IP21

Merten GmbH
Fritz-Kotz-Strasse 8, 51674 Wiehl
Germany

This certificate is based on a certificate with Ref. No. P24227983 dated 2024-12-02 according to the Nordic
Certification Service agreement.

Certification Body:

Signed:

Intertek Semko AB, Product Certification Place: Kista - Stockholm

W Date: 12 December, 2024

Quan Li

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek. This certificate is not issued under accreditation, by a non-approved body.

Intertek Semko AB
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