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This document is issued by the Company under its General Conditions 
of Service accessible at http://www.sgs.com/terms_and_conditions.htm. 
Attention is drawn to the limitation of liability, indemnification and 
jurisdiction issues defined therein.  
  
Any holder of this document is advised that information contained 
hereon reflects the Company’s findings at the time of its intervention 
only and within the limits of Client’s instructions, if any.  The Company’s 
sole responsibility is to its Client and this document does not exonerate 
parties to a transaction from exercising all their rights and obligations 
under the transaction documents. Any unauthorized alteration, forgery or 
falsification of the content or appearance of this document is unlawful 
and offenders may be prosecuted to the fullest extent of the law.  
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CERTIFICATE FI/42267   
Our Ref. HEL-CERT191200802-03 
 

 

Product Installation boxes, others 

Type L524 series 
L525 series 
L526 series 
 

Trademark ELKO 

Certificate Holder 
 

Elko AS 
Sandstuveien 68, N-0680, Oslo City, Norway 

Technical 
information 

70 mm fixing. See principal characteristics on page 2. 

Other information Boxes for mounting in ceiling 

The product is 
certified according 
to the following 
standard(s) 
 

EN 60670-21:2007 + A1:2023 + A11:2023 
EN IEC 60670-1:2021 + A11:2021 

Validity This certificate is valid until 2030-05-16 provided that the Conditions for FI certification 
are met. This certificate includes the right to use the FI mark under the condition that 
changes (if any) will be checked at SGS Fimko before the product is brought onto 
market and that the conditions for FI certification are met. 

Date of issue 2025-05-16 

 SGS Fimko Oy 
 

Signature  

 Joonas Leinonen 

 Certification Manager 

http://www.sgs.com/terms_and_conditions.htm
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Manufacturer  Elko AS 

Sandstuveien 68, N-0680, Oslo City, Norway 

Manufacturing site SP Moulding Poland Sp.zo.o 
Mickiewicza 6, PL-98-200, Sieradz, Poland 

 
Directive information The certified product(s) fulfils requirements of mentioned standard(s) 

which are harmonised under the Low Voltage Directive (2014/35/EU) at 
the date of issue of the certificate. 
 

Additional information Details of the models: 
 

L524 
Catalogue ID 32/246: White thermoplastic box, halogen free, for ceiling 
mounting, with 8 conduit entries for Ø=16mm plain or corrugated conduits. 
70mm fixing distance, 32mm inside depth, max. load 10kg. IP30 
 

L524 FP 
Catalogue ID Brann 32/246: White thermoplastic box, halogen free, for ceiling 
mounting, with 8 conduit entries for Ø=16mm plain or corrugated conduits. 
70mm fixing distance, 32mm inside depth, max. load 10kg. Provided with fire 
pads approved by RISE and RISEFR for fire protection through the box. IP30 
 

L525 
Catalogue ID 40/246: White thermoplastic box, halogen free, for ceiling 
mounting, with 8 conduit entries for Ø=16mm plain or corrugated conduits. 
70mm fixing distance, 40mm inside depth, max. load 10kg. IP30 
 

L525 FP 
Catalogue ID Brann 40/246: White thermoplastic box, halogen free, for ceiling 
mounting, with 8 conduit entries for Ø=16mm plain or corrugated conduits. 
70mm fixing distance, 40mm inside depth, max. load 10kg. Provided with fire 
pads approved by RISE and RISEFR for fire protection through the box. IP30 
 

L526 
Catalogue ID 64/246: White thermoplastic box, halogen free, for ceiling 
mounting, with 8 conduit entries for Ø=16mm plain or corrugated conduits. 
70mm fixing distance, 64mm inside depth, max. load 10kg. IP30 
 

L526 FP 
Catalogue ID 64/246: White thermoplastic box, halogen free, for ceiling 
mounting, with 8 conduit entries for Ø=16mm plain or corrugated conduits. 
70mm fixing distance, 64mm inside depth, max. load 10kg. Provided with fire 
pads approved by RISE and RISEFR for fire protection through the box. IP30 

 
The products have certificate No. P24227974 issued by Nemko AS in 
accordance with the Nordic Certification Service system. 

 
As shown in the Test Report(s) No(s): REP013309 
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